
Steel Palisade
Popular, versatile, reliable boundary fencing system. 

Scan for more info

Available in various specifications, and particularly well suited to road and 

rail, utilities, education, retail and industrial sectors; our steel palisade 

fencing is a very popular and reliable fencing system. 

With ‘D’ or ‘W’ profiles, and with a number of additional security 

features available, steel palisade is an effective visual deterrent. Meanwhile 

it’s spike tops and cutting-resistant solid steel vertical pales ensure 

protection against unauthorised access and vandalism. 

Unlike a number of alternatives, our steel palisade systems cope with 

sloping ground of up to 25-degree angles, without cutting down bays or 

making modifications. Our palisade is always hot-dip galvanized to 

protect from the elements, rust and deterioration over time, and can 

also be powder coated in any RAL colour. 

‘W’ profiles vs ‘D’ profiles and pale heads

The most popular pale is the ‘W’ pale. Due to its reinforcing shape, the W 

pale is more economical, giving you the same strength as the ‘D’ profile, 

while using lower-gauge steel making the fencing system cheaper than the 

original ‘D’ profile. Having said this, the ‘D’ profile is still very popular 

particularly in government projects, such as prisons and schools. It’s also 

important if you’re repairing or extending a palisade fence that you use the 

same profile as the original. 

Pale heads: 

The triple point splayed pale head is the most effective and popular system 

for providing a high security fence line. Rounded and round and notched 

pale heads are still sharp and can be supplied on request, but bear in mind 

they cover less of the fence line as they are not splayed. 

‘W’ section

‘D’ section



Steel Palisade
Popular, versatile, reliable boundary fencing system. 

Palisade key features

Comes in ‘D’ or ‘W’ profiles ‘W’ Pale can be 2mm, 2.5mm, 3mm 

Pale tops can be single, triple pointed, round 

and notched or rounded only. 

‘D’ pale can be 2.5mm, 3mm, 3.5mm, 4mm

Available with welded, slotted, or loose 

fishplates (to hold the rails to the posts)

Manufactured to BS 1722, 12 and beyond

Can be concreted-in/ base plated for bolting 

down depending on ground condition 

Available with additional security features

Curved pales Barbed wire

Razor wire Electrified fence

Higher security CPNI, LPCB SR2 and SR3 

options available on request

Pales can be welded in place instead of using 
fixings 

Disclaimer: 

Every care has been taken to ensure that all information provided on this data sheet is accurate. New Forest Fencing Ltd 

reserves the right to change the product specification at any time. Please ensure that you have the latest information 

which can be found on our website or by contacting our team. 

Fence height 

(m)

Pale Type ‘W’ 

thickness 

available

Pale type D 

thickness 

available

Post centres 

(m)

Post section 

(RHS)

1.2 2/2.5/3 3 / 3.5 / 4 2.75 100 x 55 IPE

1.5 2/2.5/3 3 / 3.5 / 4 2.75 100 x 55 IPE

1.8 2/2.5/3 3 / 3.5 / 4 2.75 100 x 55 IPE

2.0 2/2.5/3 3 / 3.5 / 4 2.75 100 x 55 IPE

2.1 2/2.5/3 3 / 3.5 / 4 2.75 100 x 55 IPE

2.4 2/2.5/3 3 / 3.5 / 4 2.75 100 x 55 IPE

3.0 2/2.5/3 3 / 3.5 / 4 2.75 100 x 55 IPE / 
127 x 76 UB
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